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RICETRASMETTITORE DUAL BAND VHF/UHF 

 10W di potenza RF in VHF, 9W in UHF 

 Ampio display a matrice di punti, con diverse modi 

di visualizzazione e schermata personalizzabile 

 Doppio ascolto/doppio stand-by 

 Operatività a mani libere con funzione Vox 

 Batteria agli ioni di litio 

 Robusta scocca in alluminio pressofuso per una 

migliore dissipazione del calore in TX 

 199 canali di memoria programmabili 

 Larghezza di banda selezionabile 25/12,5KHz 

 Ricezione radio FM broadcast, con 24 canali 

programmabili 

 Scansione frequenze e toni CTCSS/DCS 

 Funzione TOT 

 Funzione BCLO 

 PTT ID 

 Guida e annuncio vocale in inglese 

 Roger beep 

 Diverse modalità di scansione 

 Torcia integrata 

 Misure: 116x53x40mm, peso 272g 

Fornito con: batteria ioni di litio 7,4V/3200mAh, 

caricabatterie rapido da tavolo, microfono auricolare 

con attacco K, antenna e clip da cintura. 
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DUAL BAND VHF/UHF TRANSCEIVER 

 10 W RF power in VHF, 9W in UHF 

 Wide dot matrix display 

 Dual watch/dual stand-by 

 Vox hands free operation 

 Li-Ion battery 

 Rugged die-cast aluminum chassis, for a better 

heat dissipation in TX 

 199 memory channels 

 Channel spacing wide/narrow (25/12,5KHz) 

 FM broadcast receiving; 24 programmable memory 

channels 

 Frequency scan and CTCSS/DCS scan  

 TOT function 

 BCLO function 

 PTT ID 

 Voice guide and channel announcement (English) 

 Roger beep 

 Different scan types 

 Built-in flashlight 

 Size: 116x53x40mm, weigh 272g 

Supplied with: Li-ion battery 7,4V/3200mAh, rapid 

desktop charger, earphone/microphone K plug, 

antenna and belt clip. 
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