TATTICO

RICETRASMETTITORE PMRA446

e 8 + 8 canali di memoria, 38 toni CTCSS e 105 codici DCS

modificabili da tastiera.

e Canale di emergenza impostabile.

e Ampio display LCD.

e Funzione Vox disponibile con microfono auricolare.
e Funzione Dual Watch.

e Roger Beep.

e Livello squelch regolabile dall’'utente.

e Funzione spegnhimento automatico

e Funzione blocco tastiera

Fornito con 6 batterie alcaline, antenna, clip da cintura e
manuale d’uso.

Specifiche

Gamma operativa: 446.00625 MHz ~ 446.09375 MHz
Canali di memoria: 8 + 8

Potenza RF: 0,5W

Tensione operativa: 4.5V (3 batterie alkaline AA)
Audio: 20.5W

Temperatura operativa: -20°C - +55°C

Sensibilita: -120dBm@12dB SINAD

Dimensioni: 113 x 60 x 27 mm (antenna esclusa)

Peso: 168 gr

Ref. PM001010
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TATTICO

PMR 446 TRANSCEIVER

e 8 + 8 memory channels, up to 38 CTCSS codes and 105
DCS codes, adjustable by keypad.

e Emergency channel settable.

e LCD screen.

e Vox function with optional earphone-microphone.

e Dual Watch function.

e Roger Beep.

e Squelch level adjustable by user.

e Automatic Power Off.

e Keypad lock.

Supplied with 6 dry batteries, antenna, belt clip and user’s

manual.

rned Specifications

Frequency range: 446.00625 MHz ~ 446.09375 MHz

Memory channels: 8 + 8

RF output power: 0,5W

Operating voltage: 4.5V (3 dry batteries AA)

Audio: =0.5W

Operating Temperature: -20°C - +55°C

Sensitivity: -120dBm@12dB SINAD

Dimensions: 113 x 60 x 27 mm (antenna excluded)

Weight: 168 gr

Ref. PM001010


mailto:info@k2m.it
mailto:vendite2@k2m.it

